
DECLARATION OF PERFORMANCE
According to Annex III of the Regulation (EU) No. 305/2011

Name of the product

EcoZmart RAIN
No. EZM01

1. Unique identi�cation code of the product-type:

EcoZmart RAIN
2. Type, batch or serial number or any other element allowing identi�cation of the

construction product as required pursuant to Article 11(4).
Batch Number: See packaging of the product

3. Intended use or uses of the construction product, in accordance with the applicable
harmonised technical speci�cation, as foreseen by the manufacturer:

CC Fine Mortar for Structural Repair
(based on hydraulic cement)

Application of product (Technical Sheet Ref 3.5)

4. Name, registered trade name or registered trade mark and contact address of the
manufacturer as required pursuant to Article 11(5):

TCO International Holdings
 128 City Road, 

London,
 EC1V 2NX

5. Where applicable, name and contact address of the authorised representative whose
mandate covers the tasks speci�ed in Article 12(2):

Not Relevant

6. System or systems of assessment and veri�cation of constancy of performance of the
construction product as set out in Annex V:

System 4



7. In case of the declaration of performance concerning a construction product covered by a
harmonised standard:

Not Relevant

8. In case of the declaration of performance concerning a construction product for which a
European Technical Assessment has been issued:

Not Relevant

9. Declared Performance

10. The performance of the product identified in points 1 and 2 is in conformity with the
declared performance in point 9. This declaration of performance is issued under the sole

responsibility of the manufacturer indentified in point 4.

Signed for and on behalf of the manufacturer by:

Sammy Z Shoreman, Director
22/11/2024

Essen�al Characteris�cs Performance Harmonised 
Technical 
Specifica�on 

Compressive strength Class R3 ≥ 25 MPa 

EN 1504-3:2005 

Chloride ion content ≤ 0.05 % 
Adhesive Bond ≥ 2.0 MPa 
Modulus of elas�city ≥20 GPa 
Thermal compa�bility 
Part 1: Freeze thaw with de-icing slat 
immersion 
Part 4: Dry thermal cycling 

≥ 2.0 MPa 

≥ 2.0 MPa 
Capillary absorp�on ≤ 0.5 Kg/m² · h⁰ʹ⁵ 
Reac�on to fire Class A1 
Dangerous Substances Complies with 5.4 




